


Knob Style A B C D 

         RT2 .75”           .50” .23” .51” 

         3P1            1.25”           .62” .50” .95” 

         3P1C            1.25”           .62” .26” .72” 

         3P4            1.75”           .75” .49”            1.05” 

         3P4C            1.75”           .75” .26” .82” 

         3P4Aë            1.75”       .75”/ .57”             1.25”             1.82” 

         3L4            1.76”            .75” .34” .85” 

         3W4 1.78”            .75” .32” .84” 

         RT5            2.02”           .74” .49”             1.10” 

         RT5C            2.02”           .74” .25” .86” 

         RT7            2.52”           .74” .48”             1.12” 

Knob Style #8 
M4 

#10 
M5 

1/4  
M6 

5/16 
M8 

3/8 
M10 

 RT2 �  �  �    

 3P1 �  �  �  �  � *  

3P4 �  �  �  �  �  

  RT5 �  �  �  �  �  

 RT7 �  �  �  �  �  

3L4 �  �  �  �  �  

3W4 �  �  �  �  �  

Male & Female Insert Sizes Available 
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        Innovative Solutions 

RT2 

3P1 / 3P4 

° Hub is chamfered. 
Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

3-Prong Knobs 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

3W4 

RT5 / RT7 

3L4 

*Female threads only 



Knob Style A B C D 

         4S2**�  1.40” .55” .18” .64” 

         4S4**�  1.73” .75” .25” .82” 

         4S4A**�  1.73” .75” .13” .69” 

         4P4 1.75” .75” .52”  1.02” 

         4P7 2.46”           .98” .48”           1.13” 

         4S1 1.15” .50” .25” .65” 

         4S2I**�  1.40” .75” .25” .72” 

    4S5**�  2.00” .75” .18” .98” 

         4P3 1.48” .625” .50” .95” 

         4P5 1.98”           .73” .41”           1.11” 

Male & Female Insert Sizes Available 
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        Innovative Solutions 

** Available in Soft Touch Material 
�  Available in Two Tone 
Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

4P4 / 4P7 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008  4-Prong &  

4-Lobe Knobs 
4S1 / 4S2 / 4S4 4P3 

Knob Style #8  
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

          4S2 �  �  �      

          4S2I �  �  �  �  �    

          4S4 �  �  �  �  �    

4S5 �  �  �  �  �    

          4P4 �  �  �  �  �    

          4P7 �  �  �  �  �  �  �  

4S1 �  �  �      

          4P3 �  �  �      

          4P5 �  �  �  �  �    

4P5 
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Knob 
Style 

1/4 
M6 

5/16 
M8 

3/8 
M10 

5S2 �  �   

5S3 �  �  �  

5SA �  �  �  

F6 �  �  �  

1/2 
M12 

 

 

 

�  

Hex Hole Sizes 

Snap-Lock Knobs 
Snap-Lock Knobs allow users to assemble their own knobs with the nuts or bolts of their choice.    

 
The knobs are molded with a hex hole of the appropriate size to accept standard hex nuts, locknuts, hex bolts,  

and hex cap screws.  Fasteners can easily be pushed into position and snapped into the hex hole for a secure fit.  This 
unique design is perfect for MRO, prototypes, jigs and fixtures, and unusual length fasteners.  Snap-Lock Star Knobs are 
available in imperial thread sizes matching 1/4", 5/16", & 3/8" as well as Metric sizes M6, M8, & M10. Snap-Lock knobs in 

the 3-Prong and T-Knob styles are only available with a 1/4“ hex. Nuts and bolts are also stock items.  

Knob Style A B C D 

       5S2 (Star) 1.30” .85” .70” 1.15” 

       5S3 (Star) 1.75” .88” .75” 1.25” 

       5SA (Star)  2.25” .99” .47” .98” 

     3P4 (3-Point) 1.75” .75” .49” 1.06” 

     RT5 (3-Arm) 2.02” .75” .49” 1.09” 

      T5 (T-Knob) 2.00” .75” .49” 1.06” 

F6 (Fluted Knob) 2.38” 1.25” .62” 1.23” 

5SA 

Knob  
Style 

1/4 
M6 

3P4 �  

RT5 �  

T5 �  

5/16 
M8 

� * 

�  

 

Hex Hole Sizes 

Hardware 
drops in &  
snaps into  
hex hole 

5S2 / 5S3 

3P4 

T5 

RT5 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

*  Only accepts 5/16 

F6 



Knob Style A B C D 

         5S2 1.30” .86” .70”   1.15” 

         5S2A 1.30” .86” .72”   1.17” 

         5S2B 1.30” .86” .75”  1.20” 

         5S2C 1.30” .86” .25”   .69” 

         5S3 1.75” .88” .75”   1.25” 

         5S3A 1.75” .88” .49”    .99” 

         5S3C 1.75” .88” 1.50   2.00” 

         5S4 2.27” .98” .12”    .61” 

         5SA 2.27” .98” .52”    1.00” 

         5SB 2.27” .98” .25”  .73” 

Knob Style #8  
M4 

#10 
M5 

1/4  
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

         5S2 �  �  �  �  �  �   

         5S3 �  �  �  �  �  �   

         5S4 �  �  �  �  �  �  �  

         5SA �  �  �  �  �  �  �  

Male & Female Insert Sizes Available 
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Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Star Knobs 

5S4 / 5SA / 5SB 5S2 / 5S3  



Knob  
Style 

A B C D Knob 
Material 

 R2 1.31” .70” .18” .96” PP 

 R3�  1.58” .74” .25” 1.15” PP 

 R3S�  1.58” .70” .18” 1.08” Skin: TPE 
Core: PP 

 R5�  1.92” 1.00” .18” 1.17” PP 

 R5S�  1.93” .75” .15” 1.10” Skin: TPE 
Core: PP 

 R7S�  2.42” 1.00” .20” 1.26” Skin: TPE 
Core: PP 

Knob 
Style 

#8 
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

R2 �  �  �  �  �    

R3 �  �  �  �  �    

R3S �  �  �  �  �    

R5 �  �  �  �  �  �  �  

R5S �  �  �  �  �    

R7S �  �  �  �  �  �  �  

Male & Female Insert Sizes Available 

�  Available in Two Tone 
“S” Denotes soft touch material 
 Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Ergo Star Knobs 
Available with Soft Touch 



Male & Female Insert Sizes Available 

Knob Style #8  
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

5/8 
M16 

        F2         �  �  �  �  �     

  F4 / F4A / F5 �  �  �  �  �  �  �  �  

     F6 / F6J �  �  �  �  �  �  �  �  

    F6D / F6E �  �  �  �  �     

        F7 �  �  �  �  �  �  �  �  

       Innovative Engineering      Innovative Manufacturing    Innovative Quality      Innovative Service  
        Innovative Solutions 

** Soft Touch Material     
 �  Available in Two Tone                                                                       
 Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

F6 / F7 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Fluted Knobs 

F2 / F4 / F5 
F7 *Two-Tone 

Knob Style A B C D 

         F2 1.36” .98” .17” .53” 

         F2B 1.36”           .63” .52” .87” 

         F4 1.72”          1.23” .28” .86” 

         F4A 1.72”          1.23” .60”         1.18” 

         F6 2.38”          1.25” .62”         1.23” 

         F6D 2.38” .75” .63”         1.25” 

         F6E 2.38” .75”          1.30”         1.80” 

         F6J 2.38” 1.00” .84 1.60” 

         F7S**�  2.48”          1.25” .57”         1.29” 

         F5S**�  1.80”          1.23” .245”         1.00” 



Knob Style A B C D 

TF1 1.00” .55” .125” .872” 

TF3 1.50” .68” .73” 1.75” 

TF5 1.95” .80” .46” 2.20” 

Knob Style #8 
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

TF1 �  �  � *  � *   

 TF3 �  �  �  �  � *  

TF5 �  �  �  �  �  

1/2 
M14 

 

 

� *  

7/16 
M12 

 

� *  

�  

Male & Female Insert Sizes Available 
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Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 
*Hub tapers on TF3 & TF5 

Tall Fluted Knobs 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

*Must use knurled inserts for this thread size to fit. 



 Female Sizes Available - Accepts Course & Fine 
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        Innovative Solutions 

Tapered Style 

·  Self-Tapping/Threading 
·  Vibration Resistant - no need for glue 
·  Reduce SKU’s  

·  No metal insert—Will not rust 
·  High Impact Polypropylene 
·  Available in both standard and Soft Touch 

Universal Knobs 
Ball & Tapered  

Standard color is Black, other colors available.   
** Available in Soft Touch Material. S - Denotes soft touch                                                                                        

ONE KNOB FITS MULTIPLE THREAD SIZES         

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

S3U—1/4 & 5/16 molded in same knob; 3/8 & 1/2 molded in same knob. 
*No Metric equivalent for 1/2 thread diameter 

Knob Style A B C 

B3U 1.375” .75” 1.24” 

  B4U** 1.50” .75” 1.38” 

  B5U** 1.63” .75” 1.50” 

  B7U** 1.88” 1.00” 1.75” 

  S3U** 1.38” .92” 2.00” 

  S5U** 1.63” 1.00” 2.50” 

Knob Style 1/4  
M6 

5/16  
M8 

3/8 
M10 

1/2  
N/A* 

5/8  
M16 

Soft 
Touch 

B3U Ö Ö     

B4U  Ö Ö    

B4SU Ö Ö    Ö 

B5U   Ö Ö   

B5SU  Ö Ö   Ö 

B7U    Ö Ö  

B7SU   Ö Ö  Ö 

S3U* Ö Ö Ö Ö   

S5U   Ö Ö   

PP 
Hard 

Ö 

Ö 

 

Ö 

 

Ö 

 

Ö 

Ö 

S5SU   Ö Ö   Ö 

Ball Style 



Knob 
Style 

A B C 

      B0                            .75” .37” .70” 

      B1** 1.00” .62” .88” 

      B2** 1.25” .62” 1.15” 

      B3** 1.38” .75” 1.28” 

      B4** 1.47” .75” 1.40” 

      B5** 1.61” .75” 1.52” 

      B7** 1.88” 1.00” 1.75” 

   Male & Female Insert Sizes Available 

 Ball Knobs 

       Innovative Engineering      Innovative Manufacturing    Innovative Quality      Innovative Service  
        Innovative Solutions 

** Available in Soft Touch Material 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

H3 

Shoulder  Style 

B0 - B7 SB0 - SB7 

< Shoulders can be adjusted per customer requirements.   
Engineering charges may apply to certain sizes. 
** Available in Soft Touch Material 

Knob 
Style 

A B C D 

SB0<   .75” .37”     .12” .82” 

SB1<** 1.00” .62”     .16” 1.07” 

SB2<** 1.25” .62”     .37” 1.52” 

SB3<** 1.38” .75”     .12” 1.40” 

SB4<** 1.50” .75”     .12” 1.52” 

SB5<** 1.63” .75”     .25” 1.77” 

SB7<** 1.88” .75”     .38” 2.13” 

H3 1.37” .75”     .12” .85” 

Knob 
Style 

#8  
M4 

#10  
M5 

1/4  
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

5/8 
M16 

3/4 
M20 

B0/SB0 �  �  �        

B1/ SB1 �  �  �  �  �      

B2/ SB2 �  �  �  �  �  �  �    

B3/ SB3 �  �  �  �  �  �  �  �   

B4/ SB4 �  �  �  �  �  �  �  �   

B5/ SB5 �  �  �  �  �  �  �  �   

B7/ SB7 �  �  �  �  �  �  �  �  �  

H3 �  �  �  �  �  �  �    

*Shoulder Style 



Knob Style A B C 

             S3** 1.38”              .92”             2.00” 

             SF3**> 1.37”              .92”             1.44” 

             S5** 1.60”             1.00”             2.48” 

             L2 1.11” .76” 3.85” 

Knob Style #8  
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

5/8 
M16 

       S3 / S3S �  �  �  �  �  �  �   

          SF3 �  �  �  �  �  �  �   

      S5 / S5S �  �  �  �  �  �  �  �  

Male & Female Insert Sizes Available 
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SF3 

 >Can be made to attach lanyard. 
**Available in Soft Touch Material 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Tapered Knobs 

L2 

S3 / S5 



Knob Style A B C D 

          PL3   .82” .53” .66” .75” 

 PL4 1.00” .53” .68” .93” 

          PL5>* 1.63” .75” .78”          1.16” 

Male & Female Insert Sizes Available 
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>Can be made to attach lanyard       
* Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

Push / Pull Knobs 

Knob Style #8 
M4 

#10 
M5 

1/4  
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

           PL3 �  �  �      

   PL4 �  �  �  �  �    

           PL5 �  �  �  �  �    

PL4 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

PL3 PL5 



^ Can only be made with a stud. 
** Can only be made blind.  
 Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

Male & Female Insert Sizes Available 

Innovative Engineering   Innovative Manufacturing   Innovative Quality   Innovative Service 
       Innovative Solutions 

K1 / K2B K2  

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 Knurled Knobs 

Knob Style A B C D 

          K1^** .63” .50” .17” .36” 

          K2 .75” .50” .28” .50” 

          K2A .75” .50” .38” .60” 

          K3A** .75” .50” .52” .81” 

          K4A**         1.00” .63” .12” .53” 

          K4C**         1.00” .63” .40” .81” 

          K4**         1.00” .63” .09” .50” 

          K2B .75” .50” .18” .38” 

          K3** .75” .50” .17” .48” 

          K4D**         1.00” .63” .17” .58” 

          K2C .75” .30” .40” .61” 

          HT2**          .75” .50” .40” .75” 

K3 / K4 

Knob Style #8 
M4 

#10  
M5 

1/4  
M6 

5/16  
M8 

3/8  
M10 

K1 �  �  �    

K2 / K2A / K2B / K2C / HT2 �  �  �    

K3 / K3A �  �  �  �   

  K4 / K4A / K4C / K4D �  �  �  �  �  

K4 w/ Exposed Phillips Drive �  �  �  �   

K2A 

K4  
*Phillips or hex      
drive also  
available in  
K1 or K2 styles 

HT2 



Knob Style A B C D 

         T5 2.00” .75” .49”         1.04” 

         T5A 2.00”           .75” .26” .83” 

         TR6¹ 2.27” .77” .57”         1.41” 

         T7 2.50”           .75” .46”         1.11” 

         T7A 2.50”           N/A N/A          .62” 

         T9 3.50”           .97” .27”         1.13” 

TW7 2.50” .86” .37” 1.10” 

Male & Female Insert Sizes Available 

¹ = Female Blind Only 
All T-Knobs can be made to attach a lanyard. 
Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Large T-Knobs 

TR6 T5 / T7 / T9 

Knob Style #8 
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

      T5 / T5A �  �  �  �  �    

          TR6 �  �  �  �  �    

      T7 / T7A �  �  �  �  �    

          T9 �  �  �  �  �  �  �  

        TW7 �  �  �  �  �    

TW7 



*Female threads only 

Male & Female Insert Sizes 
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Innovative Solutions 

T0 / T2 

Small T-Knobs 

Molded Nylon Threads  

¹ = Molded Nylon Threads - Thru Hole Only 
^ Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

All Plastic Wing Nuts 

T1 

T1D 
Molded Nylon 

Threads 

TS2 (T-Knob w/ Skirt) 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Knob Style #8 
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

T0 �  �  �   

T1 / T1A / T1C �  �  �  � * 

T2 �  �  �  �  

TS2 �  �  �   

TH1 �  �  �  �  

Knob Style 1/4-20 5/16-18 

T1D �  �  

Knob Style A B C D 

          T0^ 1.02” .48” N/A .26” 

          T1^ 1.16”             .50” .39” .94” 

          T1A^ 1.16”             .50” .12” .67” 

          T1C^ 1.16”             .50” .63”            1.15” 

T1D1^ 1.16” .48” .42” .98” 

          T2^ 1.25” N/A N/A             .35” 

          TS2 .86” .86” (Skirt diameter) N/A .58” 

          TH1 1.26” .63” .20”             .83” 

Thread Size Wingspan Hex Size Washer Diameter Overall height 

10-24 1.24” .375” .63” .53” 

1/4-20 1.24” .375” .63” .53” 

TH1 
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All Plastic Wing Nuts 

Wing Screws (screw length will vary upon request—Dimension “ E” ) 

All Plastic T Knob - T1 

Thread Size A B C D 

1/4-20 1.12” .48” .42” .98” 

5/16-18 1.12” .48” .42” .98” 

Thread Size A B C D 

10-24 1.24” .375” .63” .53” 

1/4-20 1.24” .375” .63” .53” 

Thread Size A B C D 

#8 1.24” .375” .63” .53” 

#10 1.24” .375” .63” .53” 

Molded Threads 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 All Plastic Wing Nuts  

& 
 Wing Screws 



Female Insert Sizes Available 
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Quick Release Knobs 
*Used on fast, rapid adjustments* 

Quick release knobs are used in such applications where the knob has to be      
completely removed after the releasing operation and refitted very rapidly for          re
-clamping.  For starters, the knob is tilted over the top of the threaded spindle. The 
knob can then be adjusted rapidly to the position necessary.  When in position, the 
knob is tilted upright into a straight position for engaging of the threads on knob and 
spindle. The knob will then have to be turned only by a fraction to achieve clamping. 

Knob Style A B C D 

4P7 2.46” .98” .48”       1.13” 

F6 2.38” 1.25” .62”       1.23” 

5SA 2.27” .98” .52”  1.00” 

Knob Style 1/4-20 5/16-18 3/8-16 1/2-13 

4P7 �  �  �  �  

F6 �  �  �  �  

5SA �  �    



Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Pad Printing 

Custom Molding 

Customize your knob by using our in house 
pad printing & decorating capabilities 

Raised Lettering 

Internal Hex Drive 
External Hex Drive 

Internal Phillips Drive 

Custom Molded Part 

Two Tone 

Custom Molded Part 
Custom Molded Part 

Custom molding &  knob modifications available 
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4S2 / 4S4 / 4S5 

Knob Style A B C D 

          4S2�  1.40” .55” .15”   .60” 

          4S2I�  1.40” .75” .25”  .72” 

          4S4�  1.72” .75” .25”  .82” 

          4S4A�  1.72” .75” .13”  .69” 

          4S5�  2.00” .75” .18” .98” 

          F7S�  2.48”             1.25” .61”            1.28” 

   R3S�  1.57” .75” .18” 1.05” 

   R5S�  1.89” .75” .18”            1.10” 

   R7S�  2.26” 1.00” .18”            1.22” 

          F5S�  1.80”             1.23”  2.45”            1.00” 

F7S 

�  Available in Two Tone 
Dimension “C” may be changed upon request.  Engineering charges may apply to certain sizes. 

Male & Female Insert Sizes Available 

R3 / R5 / R7 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Soft Touch Knobs 

Knob Style #8  
M4 

#10 
M5 

1/4  
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

5/8 
M16 

          4S2 �  �  �       

          4S2I �  �  �  �  �     

       4S4/4S4A  �  �  �  �  �     

4S5 �  �  �  �  �     

           F7S �  �  �  �  �  �  �  �  

    R3S �  �  �  �  �     

    R5S �  �  �  �  �     

    R7S �  �  �  �  �  �  �   

           F5S �  �  �  �  �  �  �  �  

F5S 



Shift 

Knob  
Style 

A B C 

S3SU 1.38” .92” 2.00” 

S5SU 1.63” 1.00” 2.50” 

·  Self-Tapping/Threading 
·  Vibration Resistant—no need for glue  
·  Reduce SKU’s           

·  No metal insert—Will not rust 
·  High Impact Polypropylene 
 

 Female Sizes Available 
**Accepts Course & Fine Threads** 
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Standard color is Black, other colors available.  Engineering charges may apply to certain colors. 

ONE KNOB FITS MULTIPLE SIZES         

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Ball 

Knob  
Style 

A B C 

 B4SU 1.50” .75” 1.38” 

 B5SU 1.63” .75” 1.50” 

 B7SU 1.88” 1.00” 1.75” 

Soft Touch Universal 
Ball & Shift Knobs 

Knob Style 1/4  5/16  
M8 

3/8 1/2  
 

B4SU Ö Ö   

B5SU  Ö Ö  

B7SU   Ö Ö 

S3SU   Ö Ö 

S5SU   Ö Ö 



Ball Knobs 

 Female Sizes 

Shift Knobs 

Knob 
Style 

A 

    B1S 1.00” 

    B2S 1.25” 

    B3S 1.38” 

    B4S 1.50” 

    B5S 1.63” 

    B7S 1.88” 

B 

.62” 

.62” 

.75” 

.75” 

.75” 

1.00” 

C 

.91” 

1.15” 

1.30” 

1.38” 

1.50” 

1.75” 

Knob 
Style 

#8  
M4 

#10 
M5 

1/4 
M6 

5/16 
M8 

3/8 
M10 

7/16 
M12 

1/2 
M14 

5/8 
M16 

3/4 
M20 

B1S �  �  �  �  �      

B2S �  �  �  �  �  �  �    

B3S �  �  �  �  �  �  �  �   

B4S �  �  �  �  �  �  �  �   

B5S �  �  �  �  �  �  �  �   

B7S �  �  �  �  �  �  �  �  �  

S3S �  �  �  �  �  �  �    

S5S �  �  �  �  �  �  �  �   

Knob  
Style 

A B C 

  S3S 1.38”    .92”    2.00” 

  S5S 1.63”   1.00”    2.50” 

SF3 1.37”    .92”         1.44” 

�  Can be made to attach lanyard. 
^   Other Hub sizes available upon request.  Engineering charges may apply to certain sizes. 

S3 / S5 
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Soft Touch Knobs 
 Ball & Shift Knob 

B1S - B7S 



Steel , Zinc 
Part Number 

Stainless Part 
Number 

Nominal 
Diameter 

Effective  
Length 

Ball Position 
“ C”  

Overall  
Length 

Pin + Ball  
Height 

Ring 
O.D. 

RD3160500-21 RD3160500-70 3/16 1/2 .200 .887 .204 1.00 

RD3160750-21 RD3160750-70 3/16 3/4 .200 1.137 .204 1.00 

RD3161000-21 RD3161000-70 3/16 1 .200 1.387 .204 1.00 

RD3161250-21 RD3161250-70 3/16 1-1/4 .200 1.637 .204 1.00 

RD3161500-21 RD3161500-70 3/16 1-1/2 .200 1.887 .204 1.00 

RD3162000-21 RD3162000-70 3/16 2 .200 2.387 .204 1.00 

RD3162500-21 RD3162500-70 3/16 2-1/2 .200 2.887 .204 1.00 

RD3163000-21 RD3163000-70 3/16 3 .200 3.387 .204 1.00 

RD4X0500-21 RD4X0500-70 1/4 1/2 .312 1.062 .286 1.00 

RD4X0750-21 RD4X0750-70 1/4 3/4 .312 1.312 .286 1.00 

RD4X1000-21 RD4X1000-70 1/4 1 .312 1.562 .286 1.00 

RD4X1250-21 RD4X1250-70 1/4 1-1/4 .312 1.812 .286 1.00 

RD4X1500-21 RD4X1500-70 1/4 1-1/2 .312 2.062 .286 1.00 

RD4X1750-21 RD4X1750-70 1/4 1-3/4 .312 2.312 .286 1.00 

RD4X2000-21 RD4X2000-70 1/4 2 .312 2.562 .286 1.00 

RD4X2250-21 RD4X2250-70 1/4 2-1/4 .312 2.812 .286 1.00 

RD4X2500-21 RD4X2500-70 1/4 2-1/2 .312 3.062 .286 1.00 

RD4X2750-21 RD4X2750-70 1/4 2-3/4 .312 3.312 .286 1.00 

RD4X3000-21 RD4X3000-70 1/4 3 .312 3.562 .286 1.00 

RD5X0750-21 RD5X0750-70 5/16 3/4 .375 1.375 .358 1.00 

RD5X1000-21 RD5X1000-70 5/16 1 .375 1.625 .358 1.00 

RD5X1250-21 RD5X1250-70 5/16 1-1/4 .375 1.875 .358 1.00 

Pin 
Dia. 

Ball 
Dia. 

3/16 3/32 

1/4 1/8 

5/16 5/32 

3/8 3/16 

7/16 7/32 

1/2 1/4 
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Detent Ring Pins 



Steel , Zinc 
Part Number 

Stainless 
Part Number 

Nominal 
Diameter 

Effective  
Length 

Ball Position 
“ C”  

Overall  
Length 

Pin + Ball  
Height 

Ring 
O.D. 

RD5X1500-21 RD5X1500-70 5/16 1-1/2 .375 2.125 .358 1.00 

RD5X1750-21 RD5X1750-70 5/16 1-3/4 .375 2.375 .358 1.00 

RD5X2000-21 RD5X2000-70 5/16 2 .375 2.625 .358 1.00 

RD5X2250-21 RD5X2250-70 5/16 2-1/4 .375 2.875 .358 1.00 

RD5X2500-21 RD5X2500-70 5/16 2-1/2 .375 3.125 .358 1.00 

RD5X2750-21 RD5X2750-70 5/16 2-3/4 .375 3.375 .358 1.00 

RD5X3000-21 RD5X3000-70 5/16 3 .375 3.625 .358 1.00 

RD6X0750-21 RD6X0750-70 3/8 3/4 .375 1.375 .426 1.00 

RD6X1000-21 RD6X1000-70 3/8 1 .375 1.625 .426 1.00 

RD6X1500-21 RD6X1500-70 3/8 1-1/2 .375 2.125 .426 1.00 

RD6X2000-21 RD6X2000-70 3/8 2 .375 2.625 .426 1.00 

RD6X2500-21 RD6X2500-70 3/8 2-1/2 .375 3.125 .426 1.00 

RD6X3000-21 RD6X3000-70 3/8 3 .375 3.625 .426 1.00 

RD6X3500-21 RD6X3500-70 3/8 3-1/2 .375 4.125 .426 1.00 

RD6X4000-21 RD6X4000-70 3/8 4 .375 4.625 .426 1.00 

RD6X4500-21 RD6X4500-70 3/8 4-1/2 .375 5.125 .426 1.00 

RD6X5000-21 RD6X5000-70 3/8 5 .375 5.625 .426 1.38 

RD7X1000-21 RD7X1000-70 7/16 1 .500 1.750 .489 1.38 

RD7X2000-21 RD7X2000-70 7/16 2 .500 2.750 .489 1.38 

RD7X3000-21 RD7X3000-70 7/16 3 .500 3.750 .489 1.38 

RD8X1000-21 RD8X1000-70 1/2 1 .625 1.750 .570 1.38 

RD8X1500-21 RD8X1500-70 1/2 1-1/2 .625 2.250 .570 1.38 

RD8X2000-21 RD8X2000-70 1/2 2 .625 2.750 .570 1.38 

RD8X2500-21 RD8X2500-70 1/2 2-1/2 .625 3.250 .570 1.38 

RD8X3000-21 RD8X3000-70 1/2 3 .625 3.750 .570 1.38 

RD8X3500-21 RD8X3500-70 1/2 3-1/2 .625 4.250 .570 1.38 

RD8X4000-21 RD8X4000-70 1/2 4 .625 4.750 .570 1.38 

RD8X4500-21 RD8X4500-70 1/2 4-1/2 .625 5.250 .570 1.38 

RD8X5000-21 RD8X5000-70 1/2 5 .625 5.750 .570 1.38 

RD8X5500-21 RD8X5500-70 1/2 5-1/2 .625 6.250 .570 1.38 

RD8X6000-21 RD8X6000-70 1/2 6 .625 6.750 .570 1.38 
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Large Diameters: Available in custom lengths for 5/8“,  
3/4“, and 1” diameter pins 
Custom Lengths & Designs: Available upon request 
 
Metric Sizes: Available upon request 

Innovative Components, Inc. 
1050 National Parkway 
Schaumburg,IL 60173 

1-800-566-2774   fax:847-885-9005 



Steel , Zinc 
Part Number 

Nominal 
Diameter 

Effective  
Length 

Ball Position 
“ C”  

Overall  
Length 

Pin + Ball  
Height 

Thread 

TD4C1000-21 1/4 1 .250 1.750 .286 1/4-20 UNC-2A 

TD4C1500-21 1/4 1-1/2 .250 2.250 .286 1/4-20 UNC-2A 

TD4C1750-21 1/4 1-3/4 .250 2.500 .286 1/4-20 UNC-2A 

TD4C2000-21 1/4 2 .250 2.750 .286 1/4-20 UNC-2A 

TD4C2500-21 1/4 2-1/2 .250 3.250 .286 1/4-20 UNC-2A 

TD4C2750-21 1/4 2-3/4 .250 3.500 .286 1/4-20 UNC-2A 

TD4C3000-21 1/4 3 .250 3.750 .286 1/4-20 UNC-2A 

TD4C3750-21 1/4 3-3/4 .250 4.500 .286 1/4-20 UNC-2A 

TD4C4000-21 1/4 4 .250 4.750 .286 1/4-20 UNC-2A 

TD5C2750-21 5/16 2-3/4 .250 3.500 .358 5/16-18 UNC-2A 

TD5C3000-21 5/16 3 .250 3.750 .358 5/16-18 UNC-2A 

TD6C1000-21 3/8 1 .375 1.875 .426 3/8-16 UNC-2A 

TD6C1500-21 3/8 1-1/2 .375 2.375 .426 3/8-16 UNC-2A 

TD6C2000-21 3/8 2 .375 2.875 .426 3/8-16 UNC-2A 

TD6C2125-21 3/8 2-1/8 .375 3 .426 3/8-16 UNC-2A 

TD6C2500-21 3/8 2-1/2 .375 3.375 .426 3/8-16 UNC-2A 

TD6C3000-21 3/8 3 .375 3.875 .426 3/8-16 UNC-2A 

TD6C3125-21 3/8 3-1/8 .375 4 .426 3/8-16 UNC-2A 

TD8C2500-21 1/2 2-1/2 .500 3.500 .570 3/8-16 UNC-2A 

TD8C3250-21 1/2 3-1/4 .500 4.250 .570 3/8-16 UNC-2A 

TD8C3500-21 1/2 3-1/2 .500 4.500 .570 3/8-16 UNC-2A 

Pin Dia. Ball 
Dia. 

1/4 1/8 

5/16 5/32 

3/8 3/16 

1/2 1/4 
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Pin: 12L14 or 1008/1018, zinc  
Ball: 18-8 stainless steel 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Threaded Detent Pins 
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 T-Handle Positive 

Locking Pin 

T-Handle Specifications - Inch 

Available in Steel or Stainless 
Steel body. 
 

Handle is black cast aluminum  
and the button is blue anodized  
aluminum. 
 

Includes hole and ring for easy  
attachment of optional wire  
lanyard. 

Nominal  
Pin  

Diameter 

A +/-.005 
 

B Min Max 

3/16 (#10) .1870 .1885 .220 .260 

1/4 .2470 .2485 .289 .290 

5/16 .3095 .3110 .375 .330 

3/8 .3720 .3735 .440 .365 

7/16 .4345 .4360 .509 .380 

1/2 .4970 .4985 .594 .460 

9/16 .5595 .5610 .666 .510 

5/8 .6220 .6235 .750 .580 

+.000/ 
-.040 

C 

 
 

D 

 
 

E 

1/4 1/2 

1/4 1/2 

1/4 1/2 

5/16 19/32 

5/16 19/32 

15/32 3/4 

15/32 3/4 

9/16 15/16 

 
 

F 

 
 

G 

1-13/16 1-1/4 

1-13/16 1-1/4 

1-13/16 1-1/4 

2 1-7/16 

2 1-7/16 

2 1-5/8 

2-3/8 1-5/8 

3-1/8 1-31/32 

3/4 .7470 .7485 .887 .670 5/8 15/16 3-1/8 1-31/32 

7/8 .8720 .8735 1.046 .760 3/4 1-1/4 3-1/2 2-1/4 

1 .9970 .9985 1.209 .890 3/4 1-1/4 3-1/2 2-1/4 

 
 

H 

3/4 

3/4 

3/4 

15/16 

15/16 

1 

1 

1-3/16 

1-3/16 

1-11/32 

1-11/32 

Grip Length (Inches) 

0.50 0.75 1.00 1.25 1.50 1.75 2 2.5 3 

3/16 (#10) �  �  �  �  �  �  �  �  �  

1/4 �  �  �  �  �  �  �  �  �  

5/16 �  �  �  �  �  �  �  �  �  

3/8 �  �  �  �  �  �  �  �  �  

7/16 �  �  �  �  �  �  �  �  �  

1/2 �  �  �  �  �  �  �  �  �  

9/16 �  �  �  �  �  �  �  �  �  

5/8 �  �  �  �  �  �  �  �  �  

3/4 �  �  �  �  �  �  �  �  �  

7/8 �  �  �  �  �  �  �  �  �  

1 �  �  �  �  �  �  �  �  �  

Pin 
Diameter 

4 5 

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

6 

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  
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Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 Ring Handle  

Positive Locking Pin 

Ring Handle Specifications - Inch 
Nominal  

Pin  
Diameter 

A +/-.005 
 

B Min Max 

3/16 (#10) .1870 .1885 .220 .260 

1/4 .2470 .2485 .289 .290 

5/16 .3095 .3110 .375 .330 

3/8 .3720 .3735 .440 .365 

7/16 .4345 .4360 .509 .380 

1/2 .4970 .4985 .594 .460 

9/16 .5595 .5610 .666 .510 

5/8 .6220 .6235 .750 .580 

+.000/ 
-.040 

C 

 
 

D 

 
 

E 

1/4 7/16 

1/4 7/16 

1/4 7/16 

5/16 9/16 

5/16 9/16 

7/16 11/16 

7/16 11/16 

1/2 15/16 

 
 

F 

 
 

G 

1-1/8 13/16 

1-1/8 3/16 

1-1/8 27/32 

1-1/8 1 

1-1/8 1 

1-3/8 1-1/4 

1-3/8 1-1/4 

1-5/8 1-11/16 

3/4 .7470 .7485 .887 .670 9/16 15/16 1-5/8 1-13/16 

7/8 .8720 .8735 1.046 .760 3/4 1-3/16 1-3/4 2-3/16 

1 .9970 .9985 1.219 .890 3/4 1-3/16 1-3/4 2-1/8 

 
 
I 

1-11/32 

1-11/32 

1-11/32 

1-1/2 

1-1/2 

1-7/8 

1-7/8 

2-7/16 

2-7/16 

2-29/32 

2-29/32 

 
 

H 

29/64 

29/64 

29/64 

19/32 

19/32 

5/8 

11/16 

7/8 

1-1/16 

1-13/32 

1-13/32 

Grip Length (Inches) 

0.50 0.75 1.00 1.25 1.50 1.75 2 2.5 3 

3/16 (#10) �  �  �  �  �  �  �  �  �  

1/4 �  �  �  �  �  �  �  �  �  

5/16 �  �  �  �  �  �  �  �  �  

3/8 �  �  �  �  �  �  �  �  �  

7/16 �  �  �  �  �  �  �  �  �  

1/2 �  �  �  �  �  �  �  �  �  

9/16 �  �  �  �  �  �  �  �  �  

5/8 �  �  �  �  �  �  �  �  �  

3/4 �  �  �  �  �  �  �  �  �  

7/8 �  �  �  �  �  �  �  �  �  

1 �  �  �  �  �  �  �  �  �  

Pin 
Diameter 

4 5 

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

6 

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  

Stainless Steel handle with blue 
anodized aluminum button (steel 
shank) or stainless button 
(stainless steel shank). 
 

Ring allows for easy  
attachment of optional wire  
lanyard. 
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Innovative Components, Inc. 
1050 National Parkway 
Schaumburg, IL 60173 
800-566-2774   fax: 847-885-9005 
www.knobsource.com  
sales@knobsource.com 

Button Handle  
Positive Locking Pin 

Button Handle Specifications - Inch 
Nominal  

Pin  
Diameter 

A +/-.005 
 

B Min Max 

3/16 (#10) .1870 .1885 .220 .260 

1/4 .2470 .2485 .289 .290 

5/16 .3095 .3110 .375 .330 

3/8 .3720 .3735 .440 .365 

7/16 .4345 .4360 .509 .380 

1/2 .4970 .4985 .594 .460 

9/16 .5595 .5610 .666 .510 

5/8 .6220 .6235 .750 .580 

+.000/ 
-.040 

C 

 
 

D 

 
 

E 

1/4 7/16 

1/4 7/16 

1/4 7/16 

5/16 9/16 

5/16 9/16 

7/16 23/32 

7/16 23/32 

37/64 27/32 

 
 

F 

 
 

G 

13/16 13/16 

13/16 7/8 

7/8 29/32 

1-1/8 1-1/32 

1-1/8 1-3/32 

1-3/8 1-3/16 

1-3/8 1-3/8 

1-5/8 1-1/2 

3/4 .7470 .7485 .887 .670 37/64 15/16 1-7/8 1-21/32 

7/8 .8720 .8735 1.046 .760 3/4 1-1/8 2-3/16 1-31/32 

1 .9970 .9985 1.219 .890 3/4 1-3/16 2-3/16 2-1/8 

 
 

H 

5/8 

5/8 

5/8 

3/4 

3/4 

13/16 

1 

1-1/16 

1-5/32 

1-1/2 

1-1/2 

Grip Length (Inches) 

0.50 0.75 1.00 1.25 1.50 1.75 2 2.5 3 

3/16 (#10) �  �  �  �  �  �  �  �  �  

1/4 �  �  �  �  �  �  �  �  �  

5/16 �  �  �  �  �  �  �  �  �  

3/8 �  �  �  �  �  �  �  �  �  

7/16 �  �  �  �  �  �  �  �  �  

1/2 �  �  �  �  �  �  �  �  �  

9/16 �  �  �  �  �  �  �  �  �  

5/8 �  �  �  �  �  �  �  �  �  

3/4 �  �  �  �  �  �  �  �  �  

7/8 �  �  �  �  �  �  �  �  �  

1 �  �  �  �  �  �  �  �  �  

Pin 
Diameter 

4 5 

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

�  �  

6 

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  

�  

Available in Steel or Stainless 
Steel body. 
 

Handle is black cast aluminum  
and the button is blue anodized  
aluminum. 
 

Includes hole and ring for easy  
attachment of optional wire  
lanyard. 



Positive Locking Pin Specs 
All Styles 

Part Description Material Part Description Material 

Body/Spindle CRES 17-4/Alloy Steel 
4130 

Ring Handle CRES 303/304 

Balls CRES 440C Recessed Button Handle CRES 303/304 

Button Aluminum 2024 T-Handle Aluminum, black 

Button Handle Aluminum 2024 Collar CRES 303/304 

Pin 
 Diameter 

Double Shear  
 Steel 

Double Shear  
Stainless Steel 

Tensile  
Minimum 

Hole Diameter  
Maximum 

Hole Diameter  
Minimum 

1/4 8,200 9,200 230 0.2540 0.2500 

5/16 12,800 14,400 510 0.3165 0.3125 

3/8 18,400 20,600 575 0.3790 0.3750 

7/16 25,000 28,000 710 0.4425 0.4375 

1/2 32,800 36,800 1,160 0.5050 0.5000 

9/16 41,200 46,000 1,420 0.5675 0.5625 

5/8 51,200 57,500 2,070 0.6300 0.6250 

3/4 73,600 82,500 2,950 0.7570 0.7500 

7/8 100,000 112,500 3,900 0.8820 0.8750 

1 131,000 147,000 5,480 1.0100 1.0000 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 
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·  Perfect for “quick-release” applications 
 

·  Pin & cotter combination in a single, dependable 
assembly 

 

·  Wire loop snaps over the pin to lock it in place 
 

·  Fast & easy removal 
 

·  Mfr from a cold formed 1010 steel pin and a 
spring wire loop 

 

·  Standard finish is zinc w/ yellow dichromate for 
corrosion resistance 

Wire Lock Pins 

Size & Style A B C D 

3/16 X 1-3/4 
ROUND 

.179 

.186 
1.75” 2.30” .090 

.094 

1/4 X 1-3/4 
ROUND 

.238 

.250 
1.75” 2.50” .090 

.094 

1/4 X 2-1/4 
ROUND 

.238 

.250 
2.25” 3.125” .090 

.094 

1/4 X 2-5/16 
ROUND 

.238 

.250 
2.312” 2.875” .090 

.094 

5/16 X 2-3/8 
ROUND 

.300 

.312 
2.38” 3.00” .090 

.094 

3/8 X 2-1/4 
ROUND 

.363 

.375 
2.25” 3.125” .090 

.094 

Size & Style A B C D 

1/4 X 2-1/4 
SQUARE 

.238 

.250 
2.25” 3.20” .090 

.094 

1/4 X 2-1/2 
SQUARE 

.238 

.250 
2.50” 3.25” .090 

.094 

5/16 X 2-3/8 
SQUARE 

.300 

.312 
2.38” 3.00” .090 

.094 

3/8 X 2-1/4 
SQUARE 

.363 

.375 
2.25” 3.125” .090 

.094 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
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·  Perfect for “quick-release” applications 
 

·  Pin & cotter combination in a single, dependable 
assembly 

 

·  Wire loop snaps over the pin to lock it in place 
 

·  Fast & easy removal 
 

·  Mfr from a cold formed 1010 steel pin and a 
spring wire loop 

 

·  Standard finish is zinc w/ yellow dichromate for 
corrosion resistance 

Wire Lock Pins 
 (Tab Style) 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Size &  
Style 

A B C  
 

D 

1/4 X 1-3/4 
SQUARE 

.238 

.250 
1.75” 2.50” .090 

.094 

3/8 X 2-1/4 
SQUARE 

.363 

.375 
2.25” 3.125” .090 

.094 

3/8 X 2-3/4 
SQUARE 

.363 

.375 
2.75” 3.55” .090 

.094 

Size &  
Style 

A B C  
 

D 

1/4 X 1-3/4 
ROUND 

.238 

.250 
1.75” 2.50” .090 

.094 



Pin Diameter A 
(+/- 1/8) 

B 
(+/- 1/8) 

C 
(+/- 1/8) 

D 
(+/- 1/64) 

3/16 
(.181-.186) 

          1-1/8 
 

       1-27/64 
 

          1-3/4 
  

          1/8 
 

1/4 
(.243-.248) 

          1-5/16          2-3/16           2-1/2           9/64 

5/16  
(.306-.311) 

          1-1/2         1-25/32           2-5/32            1/8 

7/16  
(.431-.436) 

         1-15/32           1-3/4           2-7/32           5/32 

7/16 
(.431-.436) 

         1-19/32             2           2-1/2          11/64 

1/4 
(.243-.248) 

1-1/4 2-3/16 2-1/2 9/64 

1/4 
(.243-.248) 

  1-7/16          1-3/4  2-1/8 7/64 

Lynch Pins 
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·  Perfect for “quick-release” applications 
 

·  Self-locking ring snaps into place to securely hold 
the assembly  

 

·  Quick removal 
 

·  Forged for maximum strength  
 

·  Standard finish is zinc w/ yellow dichromate for 
corrosion resistance 

 

·  All dimensions are nominal 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
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   Knob Detent  
Pins 

**  Knob available in Soft Touch  Material 

Nominal 
Diameter 

Effective  
Length 

Ball Position 
 

Overall  
Length 

Pin + Ball  
Height 

1/4 1 .250 1.750 .286 

1/4 1-1/2 .250 2.250 .286 

1/4 1-3/4 .250 2.500 .286 

1/4 2 .250 2.750 .286 

1/4 2-1/2 .250 3.250 .286 

1/4 2-3/4 .250 3.500 .286 

1/4 3 .250 3.750 .286 

1/4 3-3/4 .250 4.500 .286 

1/4 4 .250 4.750 .286 

5/16 2-3/4 .250 3.500 .358 

5/16 3 .250 3.750 .358 

3/8 1 .375 1.875 .426 

3/8 1-1/2 .375 2.375 .426 

3/8 2 .375 2.875 .426 

3/8 2-1/8 .375 3 .426 

3/8 2-1/2 .375 3.375 .426 

3/8 3 .375 3.875 .426 

3/8 3-1/8 .375 4 .426 

1/2 2-1/2 .500 3.500 .570 

1/2 3-1/4 .500 4.250 .570 

1/2 3-1/2 .500 4.500 .570 

Available with various knob 
styles, colors, & with or 
without coiled lanyards. 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

T Knob 

TR6 Knob  
w/ Coiled 
Lanyard 

Ball Knob** 

PL5 Knob 

S3 Knob SF3 Knob 
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**  Knobs available in Soft Touch  Material 
 

·  Knobs: Wide variety of sizes, shapes & colors 
 
·  Pins: Medium Carbon Steel, Zinc Plate  
 
·  Coiled Lanyards: Standard & Heavy Duty with variety of terminal options 
 
·  Magnet: Embedded inside of knob 
 
·  Custom Assemblies per your specification 
 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Magnetic Selector 
          Pins 

Shift Knob** Shift Knob** 

Ball Knob** 

Round  
T-Knob 

Pull Knob 

T-Knob 



·  Overall height ranges from  
      3-5/8” to 5-1/16” 
 

·  Lock-Out versions available 
 

·  Custom Assemblies per your 
specification 

·  Designed for quick adjustments 
on heavy  duty applications 

 

·  Mates with a weld-on steel  
      barrel 
 

·  Pop-cap available in course or 
fine thread 
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Ball knobs are available in Soft Touch Material 
*All 1/2” diameter straight tip pop pins are designed to be used only in cases where the wall thickness of the material 

POP PINS 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
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Pin Tip  
Style 

Hole  
Diameter 

“ A”  

Usable Tip 
Height 

“ B”  

Overall  
Height 

“ C”  

Lock-Out 
Option 

 Barrel  
Diameter 

Barrel  
Height 

  5/16” Dia. 
Straight Tip 

5/16”  .60” Depending on knob 
3-9/16” to 3-13/16” 

No 
(upon request. 

Minimums apply) 

 1.00” 1.50” 

3/8” Dia. 
Straight Tip 

3/8”  .60” Depending on knob 
3-1/2” to 3-3/4” 

Yes  1.00” 1.50” 

1/2” Dia.  
Straight Tip* 

1/2”  .86” Depending on knob 
3-1/2” to 4-1/16” 

Yes  1.00” 1.50” 

1/2” Dia.  
Straight Tip 

Long* 

1/2”  .86” Depending on knob 
4-1/2” to 5-1/16” 

No 
(upon request. 

Minimums apply) 

 1.00” 2.50” 
Long Barrel 

     1/2” Dia. 
    Short Tip 

1/2”  .56” Depending on knob 
3-1/2” to 3-3/4” 

No 
(upon request. 

Minimums apply) 

 1.00” 1.50” 

     1/2” Dia 
  Tapered Tip 

1/2”  .61” Depending on knob 
3-1/2” to 3-3/4” 

Yes  1.00” 1.50” 

Twist to Pull 
3/8” Dia. 

Straight Tip 

3/8” .47” 3-11/16” Twist to turn 
only - Type of 

Lock-Out 

 1.10” .324” 

Side View 

Top View 

Tapered 
 Tip 

Short  
Tip 

Long Tip 

Twist to pull style 



End Force, 
Lbs.  

A B C D E 
Hex 

F G H M 

Initial Final 

.5 2.0 1/4-20 .44 .19 .16 .25 * .18 .31 .75 

.75 3.0 3/8-16 .63 .28 .25 .38 .13 .19 .44 .75 

1.0 4.0 1/2-13 .81 .38 .31 .50 .13 .25 .56 1.0 

1.25 5.0 5/8-11 1.0 .44 .38 .62 .13 .31 .69 1.0 
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Short Pull Ring Plungers 

*No thread relief for 1/4-20 series 
** Available with Anti-Vibration Locking Patch 

End Force, 
Lbs.  

A B C D E 
Hex 

F G H M 

Initial Final 

.5 2.0 1/4-20 .44 .19 .16 .25 * .18 .31 .75 

.75 3.0 3/8-16 .63 .28 .25 .38 .13 .19 .44 .75 

1.0 4.0 1/2-13 .81 .38 .31 .50 .13 .25 .56 1.0 

1.25 5.0 5/8-11 1.0 .44 .38 .62 .13 .31 .69 1.0 

Pull Ring Plunger - Short Stainless Steel (Non-Locking) 

*No thread relief for 1/4-20 series 
** Available with Anti-Vibration Locking Patch 

Pull Ring Plunger - Short Steel (Non-Locking) 



End Force, Lbs.  A B C D E 
 

F 

Initial Final 

1.0 2.5 1/4-20 1.14 .250 .155 .62 .8 

2.0 4.0 3/8-16 1.68 .375 .233 .98 1.2 

2.5 5.0 1/2-13 2.00 .500 .312 1.26 1.4 
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Pull Ring Plungers 

* Available with Anti-Vibration Locking Patch 

Pull Ring Plunger - Steel (Locking) 

Pull Ring Plunger - Stainless Steel (Locking) 

* Available with Anti-Vibration Locking Patch 

End Force, Lbs.  A B C D E 
 

F 

Initial Final 

1.0 2.5 1/4-20 1.14 .250 .155 .62 .8 

2.0 4.0 3/8-16 1.68 .375 .233 .98 1.2 

2.5 5.0 1/2-13 2.00 .500 .312 1.26 1.4 



End Force, 
Lbs.  

A 
Threads 

B C D E 
Knob 

Diameter 

F G 
Hub 

Height 

H M 
Overall 
Knob  
Height Initial Final 

.5 2.0 1/4-20 .44 .19 .16 .75 * .17 .31 .46 

.75 3.0 3/8-16 .63 .28 .25 .75 .13 .17 .44 .46 

1.0 4.0 1/2-13 .81 .38 .31 1.00 .13 .17 .56 .58 

1.25 5.0 5/8-11 1.0 .44 .38 1.00 .13 .17 .69 .58 
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Plastic Knob Plungers 

*No thread relief for 1/4-20 series 
** Available with Anti-Vibration Locking Patch 

Plastic Knob Plunger - Short Steel (Non-Locking) 

Plastic Knob Plunger - Short Stainless Steel (Non-Locking) 

*No thread relief for 1/4-20 series 
** Available with Anti-Vibration Locking Patch 

End Force, 
Lbs.  

A B C D E 
Knob 
Dia. 

F G 
Hub 

Height 

H M 
Overal 
Knob  
Height Initial Final 

.5 2.0 1/4-20 .44 .19 .16 .75 * .17 .31 .46 

.75 3.0 3/8-16 .63 .28 .25 .75 .13 .17 .44 .46 

1.0 4.0 1/2-13 .81 .38 .31 1.00 .13 .17 .56 .58 

1.25 5.0 5/8-11 1.0 .44 .38 1.00 .13 .17 .69 .58 



End Force, Lbs.  A B C D* E 
 

F 

Initial Final 

1.00 4.0 1/4-20 .500 .125 .123 .50 .313 

1.00 8.0 3/8-16 .750 .218 .185 .75 .500 

1.00 10.0 1/2-13 .875 .250 .248 1.00 .625 

G 

.019 

.31 

.38 

.50 3.0 10-32 .400 .094 .104** .38 .250 .19 

1.00 6.0 5/16-18 .625 .188 .154 .63 .375 .25 
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Knurled Knob Retractable  
Plunger Pins - Lockout 

Available with Anti-Vibration Locking Patch 
*Tolerance: +.001; -.0254 (+.000; -.001)  
**10-32 Series has a radiused nose  

Knurled Knob Plunger - Steel  

Knurled Knob Plunger - Stainless Steel  

End Force, Lbs.  A B C D* E 
 

F 

Initial Final 

1.00 4.0 1/4-20 .500 .125 .123 .50 .313 

1.00 8.0 3/8-16 .750 .218 .185 .75 .500 

1.00 10.0 1/2-13 .875 .250 .248 1.00 .625 

G 

.019 

.31 

.38 

.50 3.0 10-32 .400 .094 .104** .38 .250 .19 

1.00 6.0 5/16-18 .625 .188 .154 .63 .375 .25 

Available with Anti-Vibration Locking Patch 
*Tolerance: +.001; -.0254 (+.000; -.001)  
**10-32 Series has a radiused nose  

Pull up & turn to lock out 
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Wire Material is 7X7                                                                                                                                                        
Length is measured center terminus to center terminus                                                                                          

Description Type Wire  
Material 

Wire  
Diameter 
(+/- 1/64) 

Jacket 
Material 

Usable 
 Length 

Termination 
A 

Termination  
B 

Loop/Loop 6”  1 Stainless .047 Nylon 6 3/4” Loop 3/4” Loop  

Loop/Loop 6”  1 Galvanized .047 PVC 6 3/4” Loop 3/4” Loop 

Eye/Eye 6” 3 Galvanized .047 PVC 6 #10 Stake Eye #10 Stake Eye 

Loop/Eye 6” 2 Galvanized .047 PVC 6 3/4” Loop #10 Stake Eye 

Loop/Tab 6” 4 Stainless .047 Nylon 6 3/4” Loop #10 Tab 

Loop/Tab 6” 4 Galvanized .047 PVC 6 3/4” Loop #10 Tab 

Loop/Loop 12” 1 Stainless .047 Nylon 12 3/4” Loop 3/4” Loop 

Loop/Loop 12” 1 Galvanized .047 PVC 12 3/4” Loop 3/4” Loop 

Eye/Eye 12” 3 Galvanized .047 PVC 12 #10 Stake Eye #10 Stake Eye 

Loop/Eye 12”  2 Galvanized .047 PVC 12 3/4” Loop #10 Stake Eye 

Loop/Tab 12” 4 Stainless .047 Nylon 12 3/4” Loop #10 Tab 

Loop/Tab 12” 4 Galvanized .047 PVC 12 3/4” Loop #10 Tab 

*CUSTOM LANYARDS AVAILABLE - VARIOUS TERMINUS ENDS*  

*ASSEMBLIES AVAILABLE*  

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
800-566-2774   fax: 847-885-9005 
ISO 9001:2008 

Wire Rope Lanyards 
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Custom ~ Made to Order Available 

Wire Rope Lanyards 

CUSTOMIZE YOUR OWN LANYARD BY CHOOSING 
 
·  Cable diameter 
·  Cable material (steel or stainless)  
·  Coated or bare wire 
·  Terminal hardware (loops, tabs, stake eyes, hooks, balls, etc.) 
 
Lanyards may be assembled onto Innovative’s line of standard Quick Release Pins 
such as positive locking pins, detent pins, lynch pins, & wire lock pins.  
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Diameter Coiled Length Terminal Hardware Cross Radial Tail 

.11” 6” 7/8” ID welded loop x 

.11” 6” #10 stake eye x 

.11” 6” 5/16” stake eye x 

.11” 6” Split ring #8 x 

.11” 6” Single split ring  x 

.11” 6” Double split ring x 

.145” 5” Split ring, welded 
loop 

x 

.145” 5” 1” ID  
welded loop 

x 

Innovative Components, Inc. 
www.knobsource.com   sales@knobsource.com 
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Coiled Plastic Lanyards 



Low Profile - Access Panels, Doors, etc. 
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·  Latch & Handle in one assembly 
 
·  Accommodates misalignment     

between frame & door 
 
·  Accepts frame thicknesses up to 

1/8”  
 
·  Excellent for blind applications 
 
·  Wide variety of frame materials 
       Metal        Glass         Plastic 
 
·  Reversible 

Handle  
Mater ial 

Nylon 66 
Black 

(colors on request) 

Nut 
Mater ial 

Nylon 66 
Black 

Nut 
Size 

8-32 
.25”  across flats 

.46 tall 

Stud 
Mater ial &  

Finish 

Zinc Diecast 
Black Chromate 

Stud 
Thread 

8-32 
w/flats for  hole  

alignment 

Bushing  
Mater ial 

SBR Rubber  
Black 

Innovative Components, Inc. 
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 Swell Action Latch 

Patent  
Pending 
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CNC & Screw  
Machine Parts 

Let Innovative Components show you how to 
achieve significant savings on your CNC & Screw 
Machine Parts by utilizing our low cost Costa Rican 
factory.  Door to door transit times are less than 12 
days. 
 
Our low labor rates make prototypes and low to mid 
volume runs more affordable.  Assemblies and parts 
requiring secondary operations are our specialty. 
Design services available.  

Innovative Components, Inc. 
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